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Limitless 2
VG094

Features
Limitless ll lives up to its name. And it is now available in 85-gauge sheet! This sheet is available in all colors from your spec level
needs from 8 mil, 12 mil, 20 mil, Loose Lay, SPC, and Limitless 5mm w/acoustical

Colors

US Units Metric Units
Style Number VG094
Construction Residential Resilient - Sheet

Profile Direct Glue

Overall Thickness 0.085" 2.16 mm

Wear Layer Thickness 10 mil (0.01") 0.3 mm

Installation Methods Direct Glue

Installation Grade All Levels of the Home

Residential Warranty Residential Resilient Limited Warranty - Defects

20 Years

Commercial Warranty 5 Year Light Commercial

Installation Duratru Resilient Flooring Installation Guide

Smoke Density (ASTM E662, Flaming Mode) Passes, <450

Radiant Panel (ASTM E648) Passes, Class I

Pattern: 41Inch W x 50Inch L
Drop: 24Inch

1181 Parchment
Pattern: 41Inch W x 50Inch L

Drop: 24Inch

2097 Flaxen
Pattern: 41Inch W x 50Inch L

Drop: 24Inch

5223 Mushroom Grey
Pattern: 41Inch W x 50Inch L

Drop: 24Inch

5224 Sterling Grey
Pattern: 41Inch W x 50Inch L

Drop: 24Inch

5225 Pebble Grey

Pattern: 41Inch W x 50Inch L
Drop: 24Inch

7311 Toffee Brown
Pattern: 41Inch W x 50Inch L

Drop: 24Inch

7312 Hazelwood
Pattern: 41Inch W x 50Inch L

Drop: 24Inch

7313 Sepia Brown
Pattern: 41Inch W x 50Inch L

Drop: 24Unknown Empty

7314 Autumn Brown
Pattern: 41Inch W x 50Inch L

Drop: 24Inch
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